### coreboot - Feature #156

**[thinkpad] Implement battery recalibration in ACPI**

02/09/2018 10:51 AM - Paul Menzel

<table>
<thead>
<tr>
<th>Status:</th>
<th>New</th>
<th>Start date:</th>
<th>02/09/2018</th>
</tr>
</thead>
<tbody>
<tr>
<td>Priority:</td>
<td>Normal</td>
<td>Due date:</td>
<td></td>
</tr>
<tr>
<td>Assignee:</td>
<td></td>
<td>% Done:</td>
<td>0%</td>
</tr>
<tr>
<td>Target version:</td>
<td></td>
<td>Estimated time:</td>
<td>0.00 hour</td>
</tr>
<tr>
<td>Affected versions:</td>
<td></td>
<td>Affected hardware:</td>
<td></td>
</tr>
<tr>
<td>Needs backport to:</td>
<td></td>
<td>Affected OS:</td>
<td></td>
</tr>
</tbody>
</table>

### Description

“This could also be implemented in ACPI such that this can be achieved with the tpacpi-bat tools.” 1

### History

1. **#1 - 06/06/2019 04:44 PM - Patrick Rudolph**
   
   Should be fixed by [https://review.coreboot.org/c/coreboot/+23178](https://review.coreboot.org/c/coreboot/+23178)